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Specifications 

Sizes: 31”, 48”, 57” 

Power: 12-24 VDC 

Light patterns: 29, with Controller pattern indicator 

Case: Extruded aluminum 

Lens: Clear polycarbonate 

Profile: Slim line low profile 

Light options: Traffic director, takedown and alley 
lights (dual color), cruise mode, dim mode 

Included: Lightbar, Controller and universal 
mounting 

Dimensions: 2.75” High x 8” Deep 

Approval: SAE J845 Class 1, CA T13, R10, R65, IP65 

The Luminous Series Lightbar is Wolo’s top 

performing LED Warning light.  Featuring SAE 

J845 Class 1 rating as well as CA Title 13 Ap-

proval, they meet the most stringent approv-

als.   

These professional quality lights are built 

with aluminum cases and stainless steel 

mounting for long reliable life.   

They come complete with controller and uni-

versal mounting brackets and are ready to 

install. 

Wolo Part # Description UPC 

570A-31 31 Inch Full size Permanent Mount LED Lightbar—Amber 080217570312 

575B-31 31 Inch Full size Permanent Mount LED Lightbar—Amber 080217575317 

580R-31 31 Inch Full size Permanent Mount LED Lightbar—Amber 080217580311 

 Also available in red, blue, green, and most any color combinations  
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